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1. Installation Guide

This installation guide document describes the procedure to install the OD®Ai€e Test Tool
v12.06in section 20NVIMeviceTest Tool installatian

Before installing the ONVIBeviceTest Tob make sure the media framewofkdshow is installed.
This framework is required for retime audio and video playback and display. If installed prior to the
installation of the ONVIBeviceTest Tool, the framework will be automatically configured dutiteg
test tool installation process. Alternatively, thiflshow framework can be configured manually as
described in section 3Configuring ffdshow The ffdshow framework can be downloaded and
installed from

http://sourceforge.net/projects/ffdshow
tryout/files/Official%20releases/generic%20build%20(stable)/ffdshewv4422 20120409.exe/down
load.

2AyR2g4a A4l YR fF0SN) 2AyR26a @OSNEAZ2YyaxX NXBIjdz
service to be disable for device discovery to work properly. SectiorDekice Discovery
Troubleshootingdescribes how to do that.

Windows XRloesnot havelPv6 support installed by default. Section Fatalling IPv6 in Windows
XPdescribes the installation procedure. Also, Windowisand other Windows versions might require
the IPv6 routing table to be configured manually if IPv6 based tests will be run. A guideline of how to
configure the IPv6 routing table is included in sectiom$talling and configuring IPv6
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2.ONVIFDevice Test Tool installation

2.1. Start Installation

To start the installation of the ONVI[BeviceTest Tool launchsetup.msior setup.exe They are
located in the directory where the test tool zijee was unpacked

2.2. Welcome Page

The first page of the installation application is the welcome page. Read through and note the
O2LB NAIK(G OfldzasS F'yR GKSy Oft A0l WbSEGQ (2 LINROSS

i® ONVIF Device Test Tool =3

Welcome to the ONVIF Device Test Tool Setup

Wizard OI'IVI F

The ingtaller will guide vou through the steps required to install ONYIF Device Test Tool on wour
computer.

WARMIMG: Thiz computer program iz protected by copyright lave and international breaties.
IInautharized duplication ar digtribution of this program, ar any portion of it, may result in severe civil
or criminal penalties, and will be prosecuted to the maximum extent pozsible under the law,

ONVIMeviceTest Tool $2.06 Installation Guide June2012
Copyright © ONVIF 2Q@1All rights reserved. Paged



O n V I ' Driving IP-based physical security through global standardization

2.3. License Agreement

http://www.onvif.org/

info@onvif.org

Read through the license agreement. If accepting the license agreemer eled KS WL !
odzid2y IyR OftA01 WbSEGQ (2 LINPOSSR® hiKSNBA

terminate without the ONVIBeviceTest Tool being installed.

i@ ONVIF Device Test Tool

License Agreement
Pleaze take a moment to read the licenze agreement now. If you accept the terms below, click "
Agree", then "Mext", Othenwize click "Cancel".
”
COMNVIF LICENSE AGREEMENT
This i= a legal agreement hetween you ([(either
individual or an entity)] and CNVIF. By installing,
copying or otherwise using the S0FTWARE, you are
agreeing to he bound by the terms of this agreement.
COMNVIF SOFTWARE LICENSE
1. GRANT OF TL.TOFRWNSE. ONYWTF mrant=s tn wnn oas ONYTE b’
01 Do Mot Agree (%) | Agree
[ Cancel ] [ < Back ] I Ment »
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2.4. Target installation folder

Next page is the selection of @éhtarget installation folder. The installation application proposes a
RSFldzZ & GFNBSG F2t RSN ¢2 aStSOG Fy2G4KSNJ G NBRSG
target directory.

Select whether the ONVIBeviceTest Tool shall be available td akers of the target machine or
only the user installing the tool.

hyOS GKS GFNBSGO AyaidlttlidArAz2y RANBOG2NE FyR (22f¢

i® ONVIF Device Test Tool =3

Select Installation Folder

OnviIF

The ingtaller will ingtall OMYWIF Device Test Toal to the following folder.

Toinztall in this folder, click "Mext”. Toinztall to a different folder, enter it below or click “'Browse'".

Folder:
C:%Program Filez\OMVIFSOMYIF Device Test T ool [ Browsze. . ]

[ Disk, Cost...

Inztall OMWIF Device Test Tool for yourself, or for anpone who uses this computer:

(%) Everyone
) Just me
Cancel ] [ < Back ] I Mest »
ONVIMDeviceTest Tool $2.06 Installation Guide June2012
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The ONVIPeviceTest Tool installation is now configured aihi& NBI Re (G2 0S5
to proceed with the installation.
iir ONVIF Device Test Tool

Confirm Installation

The inztaller iz ready to ingtall OMWIF Device Test Tool on your computer.

Click "Mest'" to start the installation.

Cancel ] [ < Back ] [ M et >
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2.6. Installation information

The last step in the installation procedure is the installation information page. Carefully read through
itd hyOS FAYAAKSRESHINEG®SSR o0& OftAO01Ay3a VW

i@ ONVIF Device Test Tool M=

ONYIF Device Test Tool Information

OnviF

_______________________ r.9
EEFORE TOU BEGIN
Eefore wou hegin, please read the following information
attentively
FFDIHOW
Tou need to have ffdshow installed to view live wvideo.
Plea=ze install ffdshow, if it iz not installed on your
FPC. We recommend that you use wversion 4422 of ffdshow.
Tou can download installer at
http://sourceforge. net/projects/ffdshow- "

Cance
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2.7. Finish installation
2 K8y Ayadbrttlrirzy ArAa O02YLX SGSRE Of A ODevideTds 3 SQ

Tool is now ready for use.

i ONVIF Device Test Tool EEX]

Installation Complete

OnviIF

OMYIF Device Test Tool has been successtully installed.

Click "Cloze" o exit.

Pleaze uze Windows Update to check for any critical updates to the MET Framewark.

Cloze

2.8. Start application

After the application installation is complete, there is argbat to the ONVIPeviceTest Tool on the
Windows Desktop and also one in the Start menu. Start the ODBAlIEeTest Tool by clicking the

icon.

June2012
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3. Configuring ffdshow

To display and playback video and audio the ONWdWice Test Tool requires a multimedia
framework, such as the ffdshow, to be installed on the computer. If ffdshow is installed before the
installation of the ONVIPeviceTest Tool, the installation program correctly configures ffdshow for
use with the ONVIBeviceTest Tool. Alternatively,déhow can be manually configured following the
instructions belowRecommended ffdshow revision4422

3.1. Video decoder configuration

To configure ffdshow, launch the ffdshow video codec configuration utility and select the codecs
configuration as illust@ R 0St2¢6d al 1S &adz2NB WI dHcnk! £/ Q FyR
GKS WiAolI gO2RS0OQ aStSOGSR Fa RSO2RSNE |a ¢Stft
format list.

Zodecs -HE|
DirectShow conkrol “
Info & CPU Farmak Supparted FOURCCs remarks b
Tray, dialog & paths H. 264 {840 He64, AYC1, %264, Y¥S5H (incomplet...

[ Keys & remote vid Y10, NYIX
Profiles | Preset settings Divy 4/5/6 DIV, Cies0

Show | hide filkers Cither MPEG4 MP4Y, 3I¥¥, 3I¥1, 3Iv2, MP45, M4S..,
Decoder options Div 3 DI¥3, DI¥4, DIVS, DIVE, AP41, COLL...
[Jcrop FYFW,FFDS disabled Ffdshow and FRvfr inkernal FOURCCs
I:l Deinterlacing MP43 disabled MP43
MP42 disabled MP42, DIVZ

[ Logoaway MP41 disahled MP41, MPE4, DIV1

[] Postprocessing H.263 (+) disabled Hz63, L263, M263, U263, K263, 526...

[ Picture properties FLY1 disabled Flash Video (FLY1)

[]CeBand Theara disabled Theora Wideo {THED)

[ Levels WP3 disabled WP3 Video (WP31)

D Offset & flip VPG disabled WPS Yideo (WPSO)

I:l Blur & MR VP& disabled YP6 Yideo (VPEO, YPE1, YPE2)

YPEF disabled Flash Video (YP&F, FLV4, YP&A)

[ Sharpen MPEG1 disabled MPEG1 codec

[ warpsharp MPEGZ disabled MPEGZ codec

|:| Dacaler filker MPEG in AYI disabled MPEG, MPGlL, MPG2, 1001, 1002

|:| MNoise Cther MPEGE disabled EM2Y, MMES

[] Resize & aspect W LT disabled Windows Media Yideo 7 (WY1 A

Borders
Sabrinns b’
I[ Reset order ]

[ Expart all sektings ] [ O l [ Cancel ] [ Apply
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Fru | ffdshow video decoder configuration

DirectShow control

Info & '_:P'-' Format Decoder Supported FOURCCs remarks A

Tray, dialog & paths WYL [T disabled Windaows Media Videa 7 (WHY1)

[ Keys & remote WY Z S disabled windows Media Yideo & (WMyZ)

Profiles | Preset settings WY disabled Windows Media Yideo 2 Simple & Mai, ..
Show | hide filkers WZ-1 disabled Windows Media Video 9 Advanced Pr...
Decoder optians WY disabled Windows Media Video 3 Image (WY, ..

[Jcrop M35l disabled Windows Screen Codecs (M351, M352)
[ Deinterlacin H.2a1 disabled Hzg1, M261
d HuFFyuy dizatied Huffyuy codec For libavecodec (HFYU, ...
[ Logaaway _ MIPEG libavcodec MIPG, LIPG, MILS
[ Postprocessing Other MIPES cabled AVRM, MIPA, SPSE, AMYY
[ Picture properties 1 disabled Sorenson Yideo (SYQ1)
[] DeBand SWOS disabled Sarenson Video (SY03)
[ Levels 8EPS disabled Quickkinme Planar RGE (BEPS)
[] Offset & Flip QTRLE disabled Quickkime Animation (QTRLE)
[ Blur & MR QTRPZE disabled Cuicktime Yideo (QTRPZA)
FFY1 disabled FFY1 codec For libavecodec (FRYL)
[] Sharpen D disabled dwsd, D¥sD, dv2s, D25, dvs0, DYSO
[]warpsharp Other O disabled OV, COWS, DVIS, POV
] oScaler Filker Zam3tudio disabled CamStudio Yideo (CSC00
[ Maise CorePhiG disabled CorePMG (PRGL, MPRG)
[] Resize & aspect LOCO disabled LOCO Yiden (LOCO) v
Borders
Sebkinns e’
I[ Reset order ]
[ Export all settings ] [ (04 l [ Cancel ] [ apply
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Fru | ffdshow video decoder configuration

Codecs -
Directshow control
Info & CPU

DireckShow conkrol

SIS

Traw, dialog & paths
[ keys & remote

Merit: Frdshiow default

L

Profiles [ Preset settings Multiple FFdshow instances: |DI'I|':-" one - check. all filkers in graph o |

Shows | hide Filkers

Decoder options

[ Crop [on't use Frdsha in: | aged. exe; AvatarMP. exe; Beachsc | [ Edit... ]

[ Ceinterlacing
[] Lagoaway [ ]use Fidshow anly in: |

[] Postpracessing

[ Picture properties

[]CeBand

[JLevels

[] offset & flip

[ Blur 2 MR

[] sharpen

[]Warpsharp

[] oscaler Filker

[ Maise

[] Resize & aspect
Borders

Sethinne

I[ Reset order ]

1154

[ Export all settings ][ (04

H Cancel H apply
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3.3. Audio decoder configuration

[ Fdzy OK (G KS
Qt A0FIFRHQ R
YR Wadz | k!

Fr| ffdshow audio decoder configuration g|§|@

Direckshaw conkral
InFo & CPU

FTFTRaAK2§

¢ Q

I dzRA 2

I dzRA 2

F2NXYIGas +a

O2RSO O2yFAAdzNI GA2Y

A e Lo
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At fdzadNF GSR

_ Format Decoder Details ~
Tray, dialog & paths MPS disabled MPEG-1 Audio Layer 3
Stream switcher MP1,MPZ disabled MFPEG-1 Audio Laver 1,2
Profiles | Preset settings AC3 disabled ATSC A-5Z (AC3) decoder
Shany | hide Filkars E-AiZ3 disabled Extended &C3 decoder (Dalb, ..
Decoder aptions True HD disabled Dolby TrueHD decoder, 'Work. .
Processing MLP d?sal:uled MLP decoder, wWorks l;nnlyf it &,
[] Dalby decoder bTS disable=d DTS Coherent: Acoustics strea...
aaC libfaadz Advanced Audio Coding (AAC)
[ I""':'l"'n-!e Yorhis disahted High accuracy mode is enable, .,
[ Equalizer AR disabled Adaptive Mulki-Rate in 3gp file...
] FIR filter LPCM disabled Lirear Pulse Code Madulation
[ Canwalver WA 7 disabled Windows Media Audio compati. ..
[ Maise reduction WA 59 disabled niok WS pro, voice or lossless
[ winamp 2 M3 ADPCM disabled M3 Adaptive DPCM
[ Freeverb IMa ADPCM dizabled IMA Adapkive DPCM
) Other ADPCM Creative, Yamaha, 3,726, DK, ..
[ Crystality Mulawf Alaw Mu-law & &-law
[ ] Resample M3 55M M3 G5M Audio
[ Delay FL&C disahled FLAC (Free Lossless Audia Ca,..,
[CJLFE Crassover True udio disabled TTh (Lossless dudio Codec), ...
[] Swap channels Truespeech disabled CSP Group TrueSpesch comp.., %
[ Mizxer
1. —~rr b’
I[ Reset order ]
[ Expart all sektings ] [ (0] 4 ] [ Cancel ] [ Apply
ONVIMeviceTest Tool $2.06 Installation Guide June2012
Copyright © ONVIF 2Q@1All rights reserved.

Pagel3

dzi

§
0



n V I F http://www.onvif.org/
Driving IP-based physical security through global standardization

info@onvif.org

3.4. Audio decoder DirectShow control
{AYAEFNI Ia F2NJ 0ARS2 RSO2RSNJ O2yFAIdzNI A2y X
DireaShow control in the audio decoder configuration.

Fr| ffdshow audio decoder configuration |Z||E|[Z|

cosec ~

Directshow control
Info & CPU

Tray, dialog & paths Merit: Frdshow default : ]
Skream switcher

DireckShow conkrol

Profiles | Preset settings Multiple FFdshow instances: ||:|n|';.-' one - check previous filker only w |
Shows | hide Filkers

Decoder options

Processing Con't use Frdshow in: | age3.exe; AvatarMP. exe;Beachsc | | Edi.. |
[ oolby decoder
[] valume [ ]use ffdshow anly in: | |
[ Equalizer
] FIR Filker

[ Convaleer

[ Meise reduction
[ winarmp 2

[ Freeverb

[ crystality

(] resample

[ Delay

[]LFE Crossover

[ swap channels

[ Mizer

-

I[ Reset order ]

[ Export all settings ][ (04 H Cancel H apply

||
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4. Device Discovery Troubleshooting

If using Windows Vista or higher, the Function Discovery Resource Publication service needs to be
disabled for device discovery to work properly. This can be done eithexécuting the command

WySGi adPa &ywIXKS /2YYIYR tNRYLIIZ a AffdzaGaNI GS
Services dialog, as described in the next section.

To disable the service make sure you are logged in as the Administrator. Pra$s (thimmdows}

button of the keyboard and, while holding down th (windows)o dzii 1 2 yZ LINB&aa GKS Wy
1S802INR (G2 2Ly dzlJ 6§KS WYwdzpi RN f PAS @PABE R2 BIPCE W
AffdzaGNI GSR 0St26% YyR LINBaa WYhyYQo

=" Run

== Typethe name of a program, folder, document, or Internet
resource, and Windows will open it for you.

Open: et stop FDResPub -

® This task will be created with administrative privileges.

| ok || cancel || Browse. |
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service list. Make sure it is stopped, illustrated below.

The service can also be disabled to prevent it from start after reboot using the managemeolecons
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